Industrial adhesive tape for improved sealing of joints and an industrial adhesive tape 
dispenser 
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Abstract of DE10031214 

The invention relates to a self-adhesive tape used for 
filling, sealing and bonding purposes in house 
construction. Said tape comprises a support layer (1) 
on the upper face of the tape and an adhesive layer (2) 
on the lower face, the latter layer being provided with a 
peelable cover film (3). The cover film has at least one 
slit (6) running longitudinally and the tape is folded over 
onto itself along said slit (6) in such a way that at least 
one section of the cover film lies on the exterior (3). 
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Die folgenden Angaben sind den vom Anmeider eingereichten Unterlagen entnommen 

Prufungsantrag gem. § 44 PatG ist gestelit 

(§) Montageklebeband zur verbesserten Fugenabdichtung und Montagebanddispenser 

(57) Es wird ein selbstklebendes Band zum SchlieSen, Ab- 
dichten und Verkleben im Hausbau vorgeschlagen mit ei- 
ner Tragerschicht (1) auf der Bandoberseite und mit einer 
auf der Bandunterseite vorgesehenen Klebeschicht (2), 
welche mit einer abziehbaren Deckfolie (3) versehen ist, 
wobei die Deckfolie in Langsrichtung mindestens einen 
Schlitz (6) aufweist und das Band des Schlitzes (6) so auf 
sich selbst gefaltet ist, daS mindestens ein Tail der Deck- 
folie (3) auBen angeordnet ist. 
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